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DELIVERY PRODUCT SPECIFIGATION

S c o p e  o f  a p p l i c a t i o n

T h i s  S p e c i f i c a t i o n  s p e c i f i e s  t h e  p r o d u c t s  g i v e n  i n  i t e m  2  h e r e o f  t o  b e  d e l i v e r e d
t o  M e s s r s .  S t a r  M i c r o n i c s  C o . .  L t d .

P r o d  u c t  n a m e

R C 2 O O B  R I B B O N

P r o d u c t  s p e c i f i c a t i o n

See  DWG No .  R362C22040 .

l n k i n g  r i b b o n  s p e c i f i c a t i o n

S e e  D W G  N o .  R 3 6 2 D 1 2 0 5 0

R e l i a b i l i t y  d a t a
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Storage

peralure

l i fe test at low tem- Extrerne change of orintinE lifc shall no be taken place when storing in the

conditions of -20'C x OFF for g6 Hr followed by restoring to normal

temperature and humidity.
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Printing quality, Joint l i fc Init ial printing density: PCS value = 0.65 or more

Printing l ife : I.2mili ion prints or more

Joint l i fe : No holes are eau$ed in joint part after L2mill ion
pnnts.

Printer used : MP21 6FP-24 (new printing head usad)
Test ribbon

Printing paper

Life judg't criterion

Printing conditions

Ink impregnated: 17.5%, ribbon lengt}: 3.6 m

Wood-free machine-glazed paper l0 x 6 85 x'l P

made by Tokai media Co., Ltd.

PCS value = 0.30 (7 slasnes, average of 3

characters)

Draft roffing ASCII patter^ ,
Printing environment: 23f 3'C r 60i20%RH

Printing density measuring meter: Macbeth PCM II

edf i l ter  :  Af i l ter

Evaluation conditions
(printing quality and joint

ltte,

F,.lnctional value (new. ntn-

stored product, measured at
normal tempereture and
humidity)

(measured by 600gficm rorque

Torque : ftAt?S gficm (peak velue reading, measured oy

300 gfcm torque gauge)

Tension : Min.30 gf (measurcd by weights)

Sliptorque : Min. difference from the torgue - 100 gtscm

Operation life test at high tem-
0erature

Remarkable decrease of printing l ife shall not be taken place when

operating in the conditions of 50"C x OFF,

Operation l ife test at high humidity Remarkable decrease of printing l jfe shall not be taken place when

operating in the conditions of 43oC x 80%RH.

Remarkable decrease of printing l ife shall not be taken place *hen

operating in the conditions of 0'C x OFF.

Operation l ifa test at low tem-
perarure

Extreme change of printing l ife shall no be taken placc wften storing in the
conditiens of 70"C x OFF for 96 Hr followed by restoring to normal
temoerature and humiditv.

Storage life test at high tem-
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Storage life test at high humidity Extreme change of  pr in t ing l i fe  shal l  no be taken p lace when stor ing in  the

conditions of 43'C x 95%RH for 96 Hr followed by restoring to normal

temperature and humidity,

Long-term storage l i fe Storage method :  Prodrrcts  shal l  be stored unsealed oacked in bor  et  5
- 4OoC in a place protected from direct sunlight.

Guarantee period: Guality characteristics shall be grlaranteed for 2 years

when stored in these conditions.

Safety standards Ink material used in the products shail conform to 
"Chemicals 

safety

review law", "TSCA", "EINECS' and "Safety regulations on chemical
substances in Canada".

-.'�e

Note)Normal temperature and humidity :  23-r3"C x 60f 20%RH

6 .  P a c k i n g  s p e c i f i c a t i o n

P a c k i n g  o f  t h e  p r o d u e t s  s h a l l  b e  m a d e  a c c o r d i n g  t o  t h e  f o l l o w i n g  d r a w i n g s :

.  R 3 6 0 D 2 2 1  9 B

7 .  O t h e r s

( 1 )  E n v i r o n m e n t e l  p r o t e c t i o n

A n y  i o n - d e s t r u c t i n g  s u b s t a n c e s  o f  c l a s s  I  a r e  n o t  a p p l i e d  f o r  t h e  p r o d u c t s
p r o p e r  a n d  t h e i r  a s s e m b l y  ( d i r e c t l y  c o n t a i n e d  a n d  u s e d  i n  p r o d u c t i o n
p r o c e s s ) .

/ ^ \
\ / )  N e v l s l o n

A l t e r a t i o n  o f  d e s c r i p t i o n  o f  t h e  S p e c i f i c a t i o n  s h a l l  b e  d i s c u s s e d  b y  t h e  p a r t i e s

c o n c e r n e d .

( 3 )  l f  a n y  p r o b l e m s  w i l l  o c c u r ,  i n t e r n a l  c o n t r o l  d a t a  s h a l l  b e  n o t i f i e d  ( o n r y

p e r m i t t e d  t o  s u b m i t ) .

( 4 )  A n y  d e s c r i p t i o n  o f  t h e  S p e c i f i c a t i o n  i s  p r o h i b i t t e d  t o  d i s c l o s e  p a r t i a l l y  o r

w h o l l y  w i t h o u t  o u r  p e r m i s s i o n .

D r a w i n g s  a t t a c h e d :

Product name t Spec. Drawing No. Rev.

RC2OOB CASSETTE RIBBON ASSEMBLY
DRAWING

R362C22040

INK RIBBON RCZOOB R362Dt2050
EXPORT PACKAGE SET FOR RC2OO RC200B R36ODZ21 98

v .


